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The ProH20 Professional Distance Locating Linear Water Leak l(gL
Detector can tell you where it has detected the leak from any water
based product. No special panels required. The ProH20 Professional
. . . C\&~uUs
offers larger systems and can display the location on the detection
cable where the water leak was detected making it easy to find the C E
source.
ISO 9001
Registered

The new ProH20 “Plug and Play” system consists of the Detector, 33 ft
(10m) Leader Cable, EOL (End of Line) termination plug and any
combination of water leak detection cables up to 1000ft/300m Max. The

cables come in three easy to use “Plug and Twist” lengths, 12.5 ft
(3.75m), 50 ft (15m ) or 100 ft (30 m). Just use the supplied leader cable
and run it to the beginning of your detection zone and then run a
combination of detection cables that best meets your needs. ProH20
leak detection cable can be run on the floor utilizing our adhesive
backed easy to use “Quick Clips” near sensitive equipment, low areas
or anywhere water may enter the environment. It can also be attached
directly to sprinkler or process piping with our double loop ties to easily
monitor for leaky pipes.

E YPICAL INSTALLATION

Can detect and display a leak anywhere along the length of cable

100 ft (30m)

LCD Display for easy locating and system operation _/ Detection Cable
. . ft./38m
Self Restoring plug and Twist Cables wosom o EoL phg C‘
/ 150 ft./45m
Stand alone or with any Building or Fire Alarm system 2TSMIBMT 125 1t (3.75m)

Detection Cable

Up to 1000 linear feet (300m) per detector

12.5 ft (3.75m)
Detection Cable

4-20mA and 0-10VDC analog outputs 75 ft/22m 175 t/53m
250 ft./76m
Alarm and Fault relays 9
50 ft (15m) 3
Detection Cable \
ProH20 Professional
(WLDL-D1M) 210 ft./64m )
O O 50 fL/15m /é%?e’é.(.ﬁﬂ"&’ame \(
24VDC Power POWER 100/3m Detector displays distance to
Connections ALRMPONTIH @ \Leader | leak in both feet and meters

Distance Locating Cable

Run in Gonduit GIEN
@) @) Leader can be run in conduit
s or a Strain Relief connector

may be used to attach Leader Plug and Twist
Cable to enclosure PRO O Pre-teyminatg:j
iz / Detection Cable \

T \ Leader Cable |‘—“| \(P:Iug an? Twist /
e B (Supplied with detector 33 ft (10M)  pounting 3' (1m) onnector  EOL Plug
O

(Supplied with detector)
®) ProH20 Cable Length:
Min.: 150’ (46m) - Max.: 1,000’ (305m)

Alarm and Fault Relay Connections run in conduit to
Building Systems, Fire Alarm panels or Security panels.
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The ProH20 Water Leak Detector Module is the first linear water leak
detector to incorporate both modular design and linear cable detection in
a single unit. This revolutionary modular design can detect any water
based product and offers a low cost alternative for small areas or directly
on equipment. Use it by itself or just add a module to your new or existing
security or fire alarm control/releasing panel and then simply run the leak
detection cable.

The new ProH20 “Plug and Play” design consists of the Module, EOL
(End of Line) termination Plug and any combination of water leak
detection cables up to 100ft/30m Max. The cables come in three easy to
use “Plug and Twist” lengths, 12 ft (3.5m), 50 ft (15m ) or 100 ft (30 m) just
use the combination that best meets your needs. ProH20 leak detection
cable can be run on the floor utilizing our adhesive backed easy to use
“Quick Clips” near sensitive equipment, in low areas or anywhere water
may enter the environment. It can also be attached directly to sprinkler or
process piping with our double loop ties to monitor for leaky pipes. The
ProH20 Water Leak Detector Module operateson 12 VDC or 24VDC and
has both alarm and fault connections to provide an easy interface to your
Build System, Fire Alarm or Security System.

Can detect a leak anywhere along the length of cable

Self Restoring Plug and Twist Cables

Stand alone or with any Building, Fire Alarm or Security system
Up to 100 linear feet (30m) per detector

Alarm and Fault Connections

ProH20 Module
(PM1)

Plug and Twist
Pre-terminated

/Detection Cable\
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® Easy to Install

= Fasy to Use

= Cost Effective

UL
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ISO 9001
Registered

YPICAL INSTALLATION

On Equipment

ProH20 Modules
can be installed directly
on equipment or in a room.

\12.5 ft (3.75m)
Detection Cable

\ Small Rooms
Cable Connection

12,5 ft (3.75m)
/ Detection Cable

Plug and Twist

/Connector

Mounting
Hardware

DC Power, Alarm and
Fault Relay Connections
Total wire length 12" (25mm)

Mounting 3’ (1 m)

ProH20 Cable Length:
Min.: 12.5’ (3.75) - Max.: 100’ (30m)
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(Supplied with Module)
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